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SPECIFICATIONS PURSUANT TO K-G.9# - STEWARDSHIP PROJECTS (09/2004)   

 
Project 001 - MANDATORY Cut and Bunch 

 

Project Description:  Cut and Bunch 4.0 - 6.9 inches DBH (4.0-8.9 inches DBH 

for Ponderosa pine) Material after Commercial Timber Harvest 

 

This project will occur after the harvesting and removing of material under 

A.2. 

 

Project Location:  Subdivisions All Units 

564 acres - Contract Area Map shows individual subdivision acres. 

 

 

OPERATING RESTRICTIONS THAT MAY LIMIT WORK AND TRAVEL IN THE AREA:   

 

Desired Outcome:  The end result of this thinning is to reduce stocking 

levels of trees greater than 4 inches DBH up to 6.9 inches (up to 8.9 inches 

DBH for Ponderosa pine) to reach the prescribed density for the total stand, 

improve forest health, and remove fuel material to landings to reduce a 

portion of the fuels in the stand. 

 

This project will occur on acres where the contractor is also harvesting and 

removing sawtimber material under A.2.  K-G.4.1# and K-G.4.2# specifications 

apply. 

 

Technical Specifications: 

a)  Cut trees shall be bunched in small piles at least 10-feet from the 

nearest live tree or as agreed to and approved by the Forest Service. Pile 

size and arrangement will be agreed to and approved by the Forest Service.  

See K-G.7.4.1#. 

 

a)  Outside of openings and leave areas/unthinned patches, thin trees 4.0 

inches DBH up to 6.9 inches DBH (4.0 inches DBH to 8.9 inches DBH for 

Ponderosa pine).  Leave tree spacing will range from 20 to 30 feet, with an 

average of 25 feet.  Leave trees will be spaced off of trees greater than 7.0 

inches DBH (9.0 inches DBH for Ponderosa pine).  

 

Following are LEAVE tree preference listed by priority. 

 

1. Leave all aspen. 

2. Leave in order of preference – sugar pine, ponderosa pine, incense 

cedar, lodgepole pine, white fir and juniper. Leave trees are to be the 

most healthy vigorous trees with the best form. 

3. Leave trees will be the healthiest trees with the fullest crown. Trees 

meeting this criteria are trees with >30% live crown ratio, evidence of 

past years growth, little or no sign of insect, disease or mechanical 

damage (i.e. dwarf mistletoe rating <1 for the individual tree, conical 

in shape and no dead tops). 

 

c) In areas of at least 5 aspen trees at least 5 feet tall within 30 feet of 

each other or at least 5 mountain mahogany plants at least 3 feet tall within 

30 feet of each other cut all conifers 4.0 inches to 6.9 inches DBH, for a 

slope distance of 60 feet. 

 

 



Contact Name: Bam IRTC  Page 62  

 

SPECIFICATIONS PURSUANT TO K-G.9# - STEWARDSHIP PROJECTS (09/2004)   

 
 

 

 

Other Requirements: 

1. Cut trees shall be completely severed.  Cutting shall be below the lowest 
live limb unless prevented by natural obstacles. 

2. Stump height shall not exceed 6 inches in height on the uphill side unless 
cutting is obstructed by natural obstacles.  Stumps shall be horizontal as 

possible to avoid sharp spikes. 

3. Cut trees shall be cleared away from subdivision boundaries, roads, 
telephone lines, established trails, stock driveways, fence lines, 

established land corners, stream or watercourses by 5 feet. 

4. No cut trees shall be permitted to suspend above the ground by a leave 
tree. 

5. If operations cause damage to any posted monuments, fences or other 
improvements the contract administrator will be notified immediately.  

Contractor will be responsible for restoration or replacement cost.  

6. Operations will be conducted to avoid damage to leave trees and resources. 
 

 


